
Sonesse® 40
The new standard for motorised blinds

Main characteristics

Applications

Technologies Certifications

> Quiet operation mains powered motor

> 2 versions available:			 

	 • Sonesse® 40 RTS: 230Vac mains powered with integral RTS radio receiver and electronic limit switch unit

	 • Sonesse® 40 WT: 230Vac hard wired control with progressive limit switch unit

> Sonesse 40 RTS directly compatible with Modulis ‘scroll wheel’ functionality 

> Standard round head compatible with all LS/Altus 40 accessories

> New crown and drive wheel adapters for 40mm round/octagonal tube to optimise acoustic quality

> Same assembly process as the LS/Altus 40 motor range
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Blue = Neutral

Brown = Active

Yellow /Green = Earth

Blue = Neutral

Brown = Active

Blue = Neutral

Brown = Phase

Grey = Brake

Blue = Neutral

Brown = Active 1

Black = Active 2

Green / Yellow = Earth

Red = Up
Blue = Common
White = 5v
Yellow = Down

Blue = Neutral

Brown = Extend 

Black = Retract

Green/Yellow = Earth

Blue = Neutral

Brown = Phase A

Black = Phase B

Green/Yellow = Earth

24V DC 230V AC
Blue = Positive or Negative

Brown = Negative or Positive

Blue = Neutral

Brown = Active 1

Black = Active 2

Blue = Neutral

Brown = Active 1 

Black = Active 2

Green/Yellow = Earth

White = Neutral

Brown = Active 1 

Black = Active 2

Green/Yellow = Earth

Grey = Positive or Negative

White = Negative or Positive

Grey = Positive or Negative

White = Negative or PositiveLW

Grey = Positive or Negative

White = Negative or Positive

Purple = Encoder*LW-E

•Requires the use of a specific encoder motor controller.

Bleu = neutre

Marron = sens 1 (BP blanc)

Noir  = sens 2 (BP jaune)

Vert / jaune = terre

Blue = Neutral

Brown = Phase

Yellow /Green = Earth

White = Neutral

Black = Active

 Yellow/Green= Earth

Technical features
Characteristics

Technical data

Supply cable

Motors > Sonesse® 40

Supply	 AC			 

Index protection rating	 IP 44	 		

Limit switch unit	 Progressive

Hard wired 
230 V / 50 Hz
3 core

RTS
230 V / 50 Hz
2 core

or  Electronic
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Blue = Neutral

Brown = Active

Yellow /Green = Earth

Blue = Neutral

Brown = Active

Blue = Neutral

Brown = Phase

Grey = Brake

Blue = Neutral

Brown = Active 1

Black = Active 2

Green / Yellow = Earth

Red = Up
Blue = Common
White = 5v
Yellow = Down

Blue = Neutral

Brown = Extend 

Black = Retract

Green/Yellow = Earth

Blue = Neutral

Brown = Phase A

Black = Phase B

Green/Yellow = Earth

24V DC 230V AC
Blue = Positive or Negative

Brown = Negative or Positive

Blue = Neutral

Brown = Active 1

Black = Active 2

Blue = Neutral

Brown = Active 1 

Black = Active 2

Green/Yellow = Earth

White = Neutral

Brown = Active 1 

Black = Active 2

Green/Yellow = Earth

Grey = Positive or Negative

White = Negative or Positive

Grey = Positive or Negative

White = Negative or PositiveLW

Grey = Positive or Negative

White = Negative or Positive

Purple = Encoder*LW-E

•Requires the use of a specific encoder motor controller.

Bleu = neutre

Marron = sens 1 (BP blanc)

Noir  = sens 2 (BP jaune)

Vert / jaune = terre

Blue = Neutral

Brown = Phase

Yellow /Green = Earth

White = Neutral

Black = Active

 Yellow/Green= Earth

Temperature working range	 0°C to 60°C

Insulation class	 Class II

Dimensions

Nominal voltage 230 V / 50 Hz

Torque 3 Nm 6 Nm 9 Nm

Speed 30 rpm 20 rpm 12 rpm

Limit switch unit Progressive Electronic (RTS) Progressive Electronic (RTS) Progressive Electronic (RTS)

Radio frequency 433.42 MHz 433.42 MHz 433.42 MHz

L1 (in mm) 462 504 494 535 494 535

L2 (in mm) 441 480 473 511 473 511

Blue - Neutral

Brown - Live

Blue - Neutral

Brown - Direction 1

Black - Direction 2

The Sonesse 40 motor range is Class II rated - No earth wire required.


